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MUNCY AVENUE, WEST BABYLON, N. Y. • P.O. 

SECTIONAL GARA 


commercial 


industrial 


residential 


designed and engineered for economy, 











































































































































































































KLEERLITE service station doors 

Models sh ° wn are for door hei 8 hts up to 10'6" and door widths up to 
10 0 . For door heights up to 12'6" and door widths up to 12'0", doors are 
made with 6 sections high and 4 panels or lites across. Similar to models 
shown. Fixed door and transoms to match are available. 

32-R Hi-Lift Track for 
Service Stations to pro¬ 
vide 24" of lift. Available 
with Torsion or Extension 
Springs. 


Winfield KLEERLITE Service Station Doors fea¬ 
ture aluminum or plastic mutins to assure maxi¬ 
mum light and visibility. They are approved by 
most major oil companies. 
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503KL with pass-door 
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523KL or 533KL 


glass 

PLASTIC MUNTIN 


CONTINUOUS 

HINGE 


commercial and industrial doors 


Winfield’s typically rugged heavy duty doors are designed for years of constant usage 
Sections double-sanded, all joints are doweled or mortised and tennoned, steel-pinned 
and reinforced with water-resistant glue for greatest 
structural strength. 
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general specifications 

doors. Lumber for rails and muntins to be 1%" thick K.D. 
Douglas Fir. Joints to be glued with waterproof glue, doweled 
and steel-pinned. Panels are exterior grade 3 / 8 " Fir Plywood. 

hardware. Track—2" wide x .093" or 3" x .125" “Tape-R- 
Track” continuous angle reinforced. Heavy duty load sheaves 
and rollers are full ball bearing. Extension or torsion springs are 
helically wound oil tempered steel. Cable-preformed, galvan¬ 
ized aircraft type. Corner brackets, hinges and roller carriers 
are heavy gage steel. Cremone, side or top locks are furnished 
to suit job conditions. 

general. Pass doors can be furnished in any model door. Re¬ 
verse angle track mounting furnished for steel jambs. 

automatic operators — All Winfield Doors may be equipped 
with electric operators. 


architects specifications 

Overhead type doors shall be Winfield model size 

as per plan as manufactured by the Winfield Door Corp., P.O. 
Lindenhurst, New York with TAPE-R-TRACK Hardware. 
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SECTION A-A 



















































































































































































































































































































































































































































specialty hardware details for commercial and industrial doors 


I Winfield heavy duty ball bearing chain hoists 



SIDE RM 
REQ'D 

#CH-S-T 

chain hoist styles 

#CH-S-T (3-1 gear ratio—torsion) 

#CH-S-E (3-1 gear ratio—extension) 
#CH-A-T (Direct drive—torsion) 

#CH-S-E #CH-A-E (Direct drive—extension) 

Doors 180 sq. ft. and over and all doors 20 '-l" and wider and 
all doors over 14' high. 2.95 to 1 gear ratio, 1" solid steel shaft. 
Adjustable shaft coupling, plated hand and load chain. All 
sheaves, sprockets and couplings keyed to shaft. Can be fur¬ 
nished for use with jack shaft operator with built-in discon¬ 
nect. 



SIDE ROOM 

TRACK 

RADIUS 

HEADROOM 

OTHER SIDE 

HAND CHAIN 

2" 

15R 

18" 

4" 

8" 

2" 

15R 

19" 

4" 

8" 

T 

20R 

20" 

4" 

8" 

3" 

20R 

21" 

4" 

8" 



HANGERS BY ERECTOR 





The Winfield Hi-Lift is perfect where 
space is required for storage and addi¬ 
tional clearance above lintel is desired, 
as in service station lubrication bays. 
The Hi-Lift meets every demand for dur¬ 
ability and ease of operation. It can rise 
up to 72" above the lintel, within 7" of 
the ceiling. Two doors 

I 


placed at right angles 
can rise from a verti¬ 
cal to horizontal posi¬ 
tion, both at the same 2 
time, overlapping. 5 


vertical lift (torsion spring) 

Door heights up to 14'0". Minimum head- 
room— 2 x door height-f 6 ". 

Vertical lift hardware also available for 
counterweight operation (counterweights 
by others). 
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torsion springs 

Wire size, diameter and number of springs are designed to 
balance door. 

CABLE DRUM ^ BK'T and BR'G TORSION SPRING^ t^? RUM 

rli 


l'r 


standard lift, for all size doors. 

/ TORSION SPRINGS 's (DESIGNED TO BALANCE DOOR) 


- BRACKET t BEARING 
(IF REQ'D) 



high lift, up to 72" above header 
(also Service Station Doors). 

I" DIA. 

™ TORSION SPRING SHAFT J A 


vertical lift, doors up to 14'0" high. 


TR'K 


center track and girder 



TRACK 

RADIUS 

HEADROOM* 

2" 

20R 

19" 

3" 

20R 

20" 


Winfield center track and girder for 
all doors 20' and wider (18' with 
pass-door) center track made with 6" 
supporting “I” beam and 2 V 2 " angle 
iron track, with rollers attached to 
each section of door. 


* Center track can be in¬ 
stalled in minimum of 
15” headroom however 
clearance under “1” 
beam is reduced. 


track and jamb mounting classifications 


WOOD I 
JAMB V. 
(BY OTHERS) 



■(? DOOR 


•R-TRACK \ HINGE « 

ROUE* 

2WL-2WH 



OVERLAP 

1 OF DOOR 

|L^ STEEL JAMB 

BY OTHERS 

CONT. l-p H 
3" x 3" W| 

i - J 

■?.!]£HINGES 


CLASSI¬ 

FICATION 

TRACK 

SIZE 

JAMBS 

VERTICAL 

TRACK 

MOUNTING 

HORIZ. 

TRACK 

MOUNTING 

DOOR SIZE 

IW 

2"x .093 

WOOD 

BR'K'T 

FULL 

ANGLE 

2"x^" 

UP TO 

12' x 12' 

2SL 

2"x.093 

STEEL 

FULL 

ANGLE 

2J/ 2 // x2J/ 2 // 

FULL 

ANGLE 

2"x^" 

UP TO 168 sq.ft. 
12'x 14' 

2SH 

2"x.093 

STEEL 

FULL 

ANGLE 

2^"x2J/ 2 " 

FULL 

ANGLE 

2 y 2 "x}< 6 " 

169 sq. ft. and over 
14' x 14' and over 

2WL 

2"x.093 

WOOD 

FULL 

ANGLE 

3H"xlH" 

FULL 

ANGLE 

2" x Vg" 

UP TO 168 sq.ft. 
12' x 14' 

2WH 

2"x.093 

WOOD 

FULL 

ANGLE 

3^"xlH" 

FULL 

ANGLE 

2H /# x%" 

169 sq. ft. and over 
14' x 14' and over 

3S 

3"x.l25 

STEEL 

FULL 

ANGLE 

3" x 3" 

FULL 

ANGLE 

2H // x% // 

240 sq. ft. and over 
or as specified 

3W 

3"x.l25 

WOOD 

FULL 

ANGLE 

3^"xlH" 

FULL 

ANGLE 

2H"x%" 

240 sq. ft. and over 
or as specified 


Winfield Door Corporation 















































































































































































residential garage doors 

sectional overhead wood doors with exclusive TAPE-R-TRACK 
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406 


504 


standard one car garage doors 
stock sizes 

S' x 6'6" and 7' 

9' x 6'6" and 7' 

10' x 6'6" and 7' 

8' x 8' 


S/////S 



note 

Intermediate sizes up 
to 12' wide made on 
order. 

standard 
two car 
garage doors 

stock sizes 

14' x 6'6" and 7' 

15' x 6'6" and 7' 

16' x 6'6" and 7' 


note 

Intermediate sizes 
over 12' up to 32' 
wide made on order. 


residential specifications 

Manufactured of 1 3 / 8 " or 13/ 4 " clear kiln-dried 
Douglas Fir and exterior grade Plywood. Head- 
room required 12 V 2 ", 10", 3 Vi”* See detail draw¬ 
ings above. Tape-R-Track hardware with oil tem¬ 
pered extension or torsion springs. Steel struts 
furnished as required. 



The new, modern Winfield Factory is located in West Babylon, 
Long Island. Their own railroad siding affords Winfield the ad¬ 
vantage of efficient delivery of materials and shipment of doors. 



IO 11 

raised panel specifications 

Manufactured of l 3 / 8 " or 13/ 4 " clear kiln-dried California Redwood with 
3/i" solid raised panels. Pine raised panels available with Fir Doors. 
California Redwood and Pine Doors available in all standard sizes and 
models. 
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